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VEHICULE MAINTENANCE PRODUCTS 

CEPSA CHAMPU 
AUTOMATIC AND MANUAL WASHING 

CEPSA CHAMPU is formulated with up-to-date surfactants, corrosion inhibitors and special products allowed to be used 

in any water hardness.  

 
 

 

 
 

Health, safety and environmental information is provided for this product in the Materials Safety Data Sheet. This gives details of 
potential hazards, precautions and First Aid measures together with environmental effects and disposal of used products. 

DESCRIPTION 

 PRODUCT PERFORMANCE 

• High foaming power so it can be used at low 
concentrations. Excellent degreasing power and 

effective in contamination dirt removal.  

• Excellent lubrication power lengthening the life of 
brushes in car wash tunnels and bridges.  

 PRODUCT DOSIFICATION 

• Automatic washing: 

Introduce the pure product by means of a venture 

system or a dosage pump, adjusting both systems to 
obtain an outlet concentration at nozzles about 1-2%.  

• Manual washing: 

Dilute with water in a range of concentration from 1 to 
3%. 

 

TYPICAL CHARACTERISTICS 

 
 

 
 
 
 
HEALTH & SAFETY AND ENVIRONMENT 

CHARACTERISTIC UNITS METHOD CEPSA  CHAMPU 

Appearance/Colour - Visual Transparent Green Liquid 

Odour - Organoleptic Odourless 

Density at 20ºC kg/l ASTM D-4052 1.043 

pH concentrate - ASTM D-1287 8.00 

pH at 1%  - ASTM D-1287 8.00 

Ionic Character - - Anionic 

Pour Point ºC ASTM D-5950 -1 

Active Ingredients % ASTM D-2358 13.5 
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